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BA6296FP Information is available here.

Part Number : BA6296FP

Function : This is a kind of semiconductor, Power Driver for CD Player.

Pinouts : 

Package : 

Manufacturer : Rohm

Image : 













Some text files in PDF file :

 BA6296FP CD /v-1’Jfil~?-1″71′ I~ Power Driver tor CD Player BA6296FP BA6296FP ~;t., CD -:lv–‘ft(J)J’?’T ~I-11, ~-11Q 11.Jffl4ch.AIJ BTL F71J{1′”to 5V v:¥~v-1!, iR. ffl ;;t !”( 7′: -:1 ~ J:*:!il t… T ~ IJ, * t;: HSOP28 pin l’f. “J 7” -r- ~ ~ tlffl t… ~’ .Q t;: olt>, i! “) t- (J),J,~lHtf.lq;t. b’ tt *”to The BA6296FP is a 4-ch BTL driver to drive the actuator motor of CD player. With a 5 V regulator and a generalpurpose operating amplifier built in and a HSOP 28 pin package in use, the size of the set can .be made smaller. ~- 1) 4 7 i’: -*JL-(J) BTL lJffl 1′”711″{‘”t o 2) HSOP28pin /”7- J’f. “J 7”- ~ ~ tlffl t… T ~’ .Q t;: olt>, i! ·;; t- (J)Ij~-ftfJr li fJ’ fl. .Q o 3) -tt-7 JL- :/ i’ ·:; Hftj :IBJ¥3~ J:*lil t… T~ ‘*”to 4}~#~~-“{‘~1:..-~~~”t.Q~td~~”{‘To 5) 5VO)v:¥~v-1l~J:*lilt…T~’*T (~iiLt PNPTr ti 1Q-~)o 6) i.R.fflOP7’:…-:/~J:*lilt…n’*”to • 

Features

 1) 4-channel driver special for BTL use 2) By means of the HSOP28 pin power package in use, the set can be made smaller. 3) The thermal shutdown circuit is builtin. 4) Gain can be adjusted using an external resistance. 5) Builtin 5 V regulator (an external PNP transistor is required) 6) A general-purpose OP amplifier is builtin. • .lfllt CD /v–‘ftffl/”7- t-:”711 • Application Power driver for CD player • ~m-t~~/Dimensions (Unit : mm) 18.5±0.2 HSOP28 [~15_j c D /c D I R 0 M c D /c D I R 0 M 1-” 7 -{ I~ naHrn 485 • 7’ Cl ·:; ? ~-( 7 ‘.1 7 A/Block Diagram BA6296FP D.BUF: 1″71’/•1{·;~77′ • ~t.f·:*:~*&/Absolute Maximum Ratings (Ta=25″C) Parameter Symbol . . . .II: ff3tl~ Vee pd lbf’!’ill.IICIIIJ Topr f¥?’-fill.IICIIIJ Tstg *Ta=25’C J;!Ll’i!JII’tt..1!tiJ., 1’C l::?i! 13.6 mW t:illlt; 6 ••••IfPCB (50mmX50mm,.IJi!’ 1.0mmlt7z..I-M Limits 18 1.7° -25-75 -55-150 Unit v w ·c ·c • MWIIlf’F*i!t-/Recommended Operating Conditions (Ta=25″C) Unit v 486 RDHIR BA6296FP • •!trr:J~t!/Eiectrical Characteristics (Unless otherwise noted, Ta=2s·c [ … ]
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