


	
				DatasheetGO

		IC, Transistor, IGBT, Capacitor

	

	

	
		

		
			

	
		FL7M-2J6HD-CN03 – (FL7N/M) DC 2-wire Type Cylindrical Proximity Sensors


		
			 Posted on October 29, 2020October 29, 2017 by Diode		

	

	
					







FL7M-2J6HD-CN03 Datasheet PDF learn more.

Part number : FL7M-2J6HD-CN03

Functions : This is a kind of semiconductor,  (FL7N/M) DC 2-wire Type Cylindrical Proximity Sensors.

Pin arrangement : 

Package information : 

Manufacturer : YAMATAKE

Image : 













The texts in the PDF file :

 6 Specifications FL7N/M Series FEATURES DC 2-wire Type (shielded/unshielded) Cylindrical Proximity Sensors click Rigid Structure, Highly Water-proof DC 2-wire Type with Improved Visibility Indicator Lamps. • • • • • • • • DC 2-wire reducing wiring costs. Stable sensing area displayed by setting indicator. Rigid housing allows higher tightening torque. Indicator lamp can be confirmed from any direction. (firefly-glow indicator) Lowest current consumption: 0.55mA. (shielded type with a firefly-glow indicator) High seal capability: IP67G, core leads shielded. (shielded type with a firefly-glow indicator) Highest response: 2kHz. (M8 shielded type with a firefly-glow indicator) Non-polar DC 2-wire long sensing distance model available. ORDER GUIDE • Shielded • General type (threaded) Appearance Sensor package style Fire-fly indicator Pre-leaded type (cord length 2m) Dimensions (O.D.) M8 Sensing distance Operation mode N.O. 2mm Setting indication Cord characteristics Oil resistance Catalog listing FL7M-2J6HD FL7M-2K6H FL7M-3J6HD FL7M-3J6HDG FL7M-3K6H FL7M-3K6HG FL7M-7J6HD FL7M-7K6H FL7M-10J6D FL7M-10K6 FL7M-2J6HD-CN03 FL7M-2K6H-CN03 FL7M-3J6HD-CN03 FL7M-3K6H-CN03 FL7M-7J6HD-CN03 FL7M-7K6H-CN03 FL7M-10J6D-CN03 FL7M-10K6-CN03 FL7M-3J6HD-CN FL7M-3K6H-CN FL7M-7J6HD-CN FL7M-7K6H-CN FL7M-10J6D-CN FL7M-10K6-CN N.C. N.O. M12 3mm N.C. N.O. 7mm M18 N.C. N.O. 10mm M30 Fire-fly indicator Pre-leaded connector type (cord length 30cm) N.C. N.O. 2mm M8 N.C. N.O. 3mm M12 N.C. N.O. 7mm M18 N.C. N.O. 10mm M30 Window indicator Connector type N.C. N.O. 3mm M12 N.C. N.O. 7mm M18 N.C. N.O. 10mm M30 N.C. 1 No. CP-PC-2216E Free Datasheet http:/// • General type (non-threaded) Pre-leaded type Appearance Sensor package style Window indicator 6.5dia. 2mm Dimensions (O.D.) Sensing distance Operation mode Setting indication Cord characteristics Oil resistance Catalog listing N.O. N.C. FL7N-2J6HD FL7N-2K6H • Spatte [ … ]
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