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                            What is MB108?


                            
                                This is High Current Bridge Rectifier.


                                

A fast rectifier is an electronic component used in rectifier circuits to convert alternating current (AC) to direct current (DC) with high efficiency and low voltage drop. Fast rectifiers are designed to have a low reverse recovery time, which means they can switch from conducting in the forward direction to blocking in the reverse direction very quickly.


								
								          
            
            
            
								


                        
	
                            [PDF] Complete Technical Details can be found in the
                            MB108 datasheet
                            provided at this page.



                            Summary in PDF File

High Current Bridge Rectifier MB Series Reverse Voltage 50 1000 Volts Forward Current 10 15 25 35 50 Amp Features Surge overload 200 400 Amp peak Low forward voltage dro Mounting position Any Electrically isolated base 1800 Volts Solderable 0 25 FASTON terminals Materials used carries U L recognition Terminals Metal COMCHIP www comchiptech com Lead Metal Mechanical Data Case Metal Case with Electrically Isolated Epoxy Terminals Plated Leads Solderable per MIL STD 202 Method 208 Mounting Through Hole for 10 Screw Weight 30 grams approx W Suffix Designates Wire Leads No Suffix Designates Faston Terminals MB MB W TERMI NALS LEAD Dim Min Max Min Max A 28 40 28 70 28 40 28 70 B 10 97 11 23 10 97 11 23 C 15 70 16 70 17 10 19 10 D 17 50 18 50 10 90 11 90 E 22 86 25 40 30 50 G Hole for 10 screw 5 08 Nominal H 6 35 Typic al 0 97 1 07 All Dimension in mm Maximum Ratings and Electrical Characterics Rating at 25 C ambient temperature unless otherwise specified Resistive or inductive load 60Hz For capacitive load current by 20 CHARACTERISTICS Maximum Recurrent Peak Reverse Voltage Maximum RMS Bridge Input Voltage Maximum Forward Voltage Drop per element at 5 0 7 5 12 5 17 5 25 0A Peak Maximu                        
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	[ Detailed Data ]

	

Conventional rectifiers, such as standard diodes, have a relatively slow reverse recovery time, which can lead to significant power losses and reduced efficiency in high-frequency applications. In contrast, fast rectifiers are optimized for high-speed operation and can handle rapid changes in current and voltage with minimal losses.

They are available in various package types and current ratings to suit different requirements, and can be made from various semiconductor materials, such as silicon or gallium arsenide.
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                Although each manufacturer has the same part name, the detailed parameters of its function may differ slightly. Therefore, it is important to check accurate data from various manufacturers.
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                    DataSheetGo.com offers a broad range of information on various semiconductors, including their specifications, features, applications, and pricing, among others.



                    With the rapid development and evolution of semiconductor technology, it is essential to have an accurate and reliable source of information. This blog ensures that its users have access to the most up-to-date information available. 



                    This site is user-friendly, with an easy-to-use interface that allows users to navigate seamlessly through the site. Its search function is powerful, enabling users to find the specific information they need quickly and easily.					
                

            



    	
                
                    Related keywords to MB108 schematic, equivalent, circuit, and replacement
                

            


    
    


    	
                New  |  Datasheet Search  


                Privacy Policy |  Contact Us   Sitemaps   



                DataSheetGO.com   |  @ 2022    


            







        


